VNC Installation and Configuration Procedure
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Installation and Configuration of

VNC for AIT Tile and Rotate

On Non-XP Host PC
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Installing and configuring VNC on AIT Tile and Rotate Computer

1. Save the VNC Self Extracting File, vnc-3.3.3r9_x86_win32.exe to a floppy drive. (0.98 MB)
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2. Place Floppy diskette containing  vnc-3.3.3r9_x86_win32.exe into Floppy drive of  computer to host AIT Tile and Rotate.

3. Open Windows Explorer.
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Double-click on the file, vnc-3.3.3r9_x86_win32.exe on the 3 1/2" floppy.
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Click on the Unzip button to accept the default unzip location, or Browse to another location on the computer that will host AIT Tile and Rotate.
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Click on the OK button 

7. Click on the Close button in the WinZip Self Extractor Window to close it.

8. Via Windows Explorer, navigate to the folder where the file was Unzipped to, i.e., D:\Temp.
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Locate the folder named vnc_x86_win32 and double-click on it to open it.
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Double-click on the winvnc folder to open it. 

Note:
The vncviewer  contains the Viewer executable and should be removed from the             AIT Tile and Rotate computer. It will reside on the XP Host computer.
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11. Double-click on the Setup.exe file to begin installation.
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Setup will begin.
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Read the Note and click on the OK button.
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Click on the Next button
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Read the License agreement and click on the Yes button if you agree.


15. To accept the default installation location, click on the Next button.

16.  To install to a different location on your disk drive, use the Browse button to navigate to a different location. When new location is selected, click on the Next button.


17. Accept the default and click on the Next button.

18. When VNC installation is complete, click Start -> Programs -> VNC -> Show user settings.


19. Accept defaults and enter MHKH as the Password. Click the Apply button.


20. Click on the OK button.
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21. Click on
 Start -> Programs  -> VNC ->Administrative Tools -> Install WinVNC Service.

VNC is now installed on the computer and will run as an NT Service automatically when you reboot the computer.

Installing VNC Viewer on XP Host Computer

1. Place Floppy diskette containing  vnc-3.3.3r9_x86_win32.exe into Floppy drive of  cXP Host computer.

2. Open Windows Explorer.


3. Double-click on the file, vnc-3.3.3r9_x86_win32.exe on the 3 1/2" floppy.


4. Change the D:\Temp  to C:\Temp and click on the Unzip button to unzip files that location, C:\Temp


5. Click on the OK button 

6. Click on the Close button in the WinZip Self Extractor Window to close it.

7. Via Windows Explorer, navigate to the folder where the file was Unzipped to, i.e., C:\Temp.

8. Locate the folder named vnc_x86_win32 and double-click on it to open it.

9. Right-click on the vncviewer folder in the right pane and drag it to the C:\Program Files folder and release the right mouse button.

10.  Select Move Here  from the list that pops up.

11. Double-Click on the C:\Program Files\vncviewer Folder.

12. Right Click on the vncviewer.exe file and drag to the desktop and release the mouse button.

13. Select Create Shortcut(s) Here from the pop up list that appears.

14. Close or minimize Windows Explorer.


15. Double-click on the desktop icon for the VNC Viewer shortcut created above.


16. Type the Computer Name or the IP Address of the computer where the VNC Service was installed and click on the OK button. 

The two computers will connect.

17. When prompted, type the password for the viewer, MHKH.


Another means of connecting to the AIT Tile and Rotate computer, from any other computer on the Network, is to launch your Internet browser (Internet Explorer or Netscape) and type the AIT Tile and Rotate Computer’s IP address:5800 into the address bar of the browser, i.e.,

http://123.456.789.25:5800, where 123.456.789.25 is the IP address of the computer running the VNC Service (AIT Tile and Rotate Computer). 5800 is the port where the viewer will connect via the browser.

When prompted, type the password for the viewer, MHKH.
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